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Accessories
GEMÜ 1218

Connector
The GEMÜ 1218 is a connector (cable socket / cable plug), 7-pin. Straight and/or 90° angled plug type.

Ordering information

GEMÜ 1218 Binder connector
Connection X1 – supply voltage, relay outputs
Binder plug 468/eSy series mating

connector
Terminal compartment/
screws,
7-pin

88220649 1)

Terminal compartment/
screws,
7-pin, 90°

88377714

Terminal compartment/
screws,
7-pin, 90°, fitted with a 2
metre cable set

88770522

1) provided in the scope of delivery
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GEMÜ 1219

Cable socket / cable plug M12
The GEMÜ 1219 is a connector (cable socket / cable plug) M12, 5-pin. Straight and/or 90° angled plug
type. Defined cable length or with threaded connection without cable. Various materials available for the
threaded ring.

Ordering information

GEMÜ 1219 Ethernet/M12 cable
Connection X2 - network connection
M12 cable plug,
straight, 4-pin

Fitted with a 1 metre
cable set

Ethernet RJ45 88450499

Fitted with a 4 metre
cable set

88450500

Fitted with a 15 metre
cable set

88450502

M12 cable plug,
angled, 4-pin

Fitted with a 4 metre
cable set

88715615

Connection X3 – analogue/digital inputs and outputs
M12 cable socket,
straight, 8-pin

Without cable, for
cable dia. 6-8 mm

88304829 1)

Fitted with a 5 metre
cable set,
PUR black cable

88758155

M12 cable socket,
angled, 8-pin

Without cable, for
cable dia. 6-8 mm

88422823

Fitted with a 5 metre
cable set,
PUR black cable

88374574

Connection X4 – actual value supply, actual value input
M12 cable plug,
straight, 5-pin

Without cable PG7 Nickel-plated brass 88208641 1)

Fitted with a 2 metre
cable set,
PUR black cable

5 x 0.34,
nickel-plated brass

88208643

Fitted with a 5 metre
cable set,
PUR black cable

5 x 0.34,
nickel-plated brass

88208644

M12 cable plug,
angled, 5-pin

Without cable, for
cable dia. 6-8 mm

Nickel-plated brass 88208645

Fitted with a 2 metre
cable set,
PUR black cable

5 x 0.34,
nickel-plated brass

88208649

Fitted with a 5 metre
cable set,
PUR black cable

5 x 0.34,
nickel-plated brass

88208650

1) provided in the scope of delivery
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GEMÜ 1571

Emergency power supply module
The GEMÜ 1571 capacitive emergency power supply module is suitable for valves with motorized actuat-
ors such as GEMÜ eSyStep and eSyDrive as well as the GEMÜ C53 iComLine control valve. In the event of
a power failure, the product provides an uninterrupted power supply so that the valve can be moved to
the safety position. The emergency power supply module is available individually or with an expansion
module and can supply several valves. The input and output voltage is 24 V.

Ordering information

GEMÜ 1571 emergency power supply module
Input voltage Output voltage Capacity Item number
24 V 24 V 1700 Ws 88660398
24 V 24 V 13200 Ws 88751062

GEMÜ 1573

Switching power supply unit
The GEMÜ 1573 switching power supply unit converts unstable input voltages from 100 to 240 V AC into
a continuous DC voltage. It can be used as an accessory for valves with motorized actuators e. g. GEMÜ
eSyLite, eSyStep und eSyDrive and for additional devices with a 24 V DC power supply. Different power
levels, output currents and a 48 V DC version for servoDrive actuators are available.

Ordering information

GEMÜ 1573 switching power supply unit
Input voltage Output voltage Output current Item number
100 - 240 V AC 24 V DC 5 A 88660400

10 A 88660401
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GEMÜ Gebr. Müller Apparatebau GmbH & Co. KG
Fritz-Müller-Straße 6-8, 74653 Ingelfingen-Criesbach, Ger-
many
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